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StreamCam HD
A top-of-the line system with full motion and audio supported by reliable advanced features that
account for surrounding weather and light conditions.
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EarthCam StreamCam HD Specification    




A&E Short Form*

1. Physical

Dimensions: 6.3" H x 6.9" W x 20.2" D

Weight: 13 lb (5.9 kg)

2. Environmental

Operating Temperature: -10°F to 120°F (-23°C to 49°C)

Thermostatically Controlled Heater and Defroster

Remotely Controlled Window Wiper

3. Construction

Stationary HD Camera System Shall Consist of a Die Cast and Extruded Aluminum Housing, H.264 Streaming Video Encoder and Camera System.

4. Camera 

Imager: 1/3” Progressive Scan CMOS 2 Megapixel

Auto Day/night IR filter, Auto Focus

Lens: F=5.1 – 51mm, f/1.8 – 2.1

Zoom: 10x Optical and 12x Digital

Auto back focus, Preset/Fix, Dynamic range: 52dB

Video: H.264 (MPEG-4 Part 10/AVC), Compression: Motion JPEG

Resolution: HDTV 1080i 1920x1080, HDTV720 1280x720

Frame Rate: 30fps in All Resolution

Video Streaming: Multi-Stream H.264 and Motion JPEG

Image Settings: Compression, Brightness, White Balance, Exposure Control, Backlight Compensation, Rotation, Mirroring of Images, Text and Image Overlay

Security: Password Protection IP Address Filtering, HTTPS Encryption, IEEE 802.1X Network Access Control
Communications: RJ45 10BASE-T/100BASE-TX PoE, RS-422/RS-485

Audio: Omni-Direction Microphone Included

Designed for the “EarthCam Control Center – Streaming Video Edition – Fixed with Mobile Support” Software

5. Electrical
Operational Voltage: 24VAC 60Hz / 12VDC, Power Consumption: 52W

6. Interface and Online Software Features

Software Delivered by Vendor as a Managed Service

Displays Company Logo and Project Name

Capable of Viewing Actual Live Video

Picture in Picture to View Live Video, While Viewing High Definition Images

Calendar Based Navigation System for Selecting Specific Images

Multifunction Image Browsing 

Pan, Tilt and Zoom Capability within a High Definition Image

Onscreen Control Button for Wiper Control to Allow Remote Cleaning of the Viewing Window

A Multiview Screen to View All Cameras on Project at the Same Time

Graphical Mark-Up Tools for Detailing and Creating Overlays on Images

Graphical Weather Applet Displaying Ten Points of Local Weather Data and 48-Hour Forecast 

Remote Solar Monitoring Screen Displaying the DC Amperage Output of Solar Panels

Remote Battery Monitoring Screen Displaying Battery Voltage, Temperature and Status

Remote Cellular Monitoring Screen Displaying Connectivity, Network Traffic and Modem Temperature

Remote Wireless Radio Monitoring Screen Displaying Connectivity, Network Traffic and 

Google Map Features Including Wireless Radio Locations

Share Image Tools: Save, Print, Email and Post to Message Board or Mobile Devices

Automated Progress Report in PowerPoint, Open Office and PDF Formats

Map, Aerial and Satellite View by Google

Time-Lapse Feature Includes Instant Time-Lapse Play Back by Day, Week, Month or Year

Machine to Machine Self-Healing Technology Automates Maintenance of Camera Up to 288 Times Daily

Account Security Features Include Four Levels of Password Protection, IP Address Block / Permission and SSL Protection of User Login Password

All Images are the Copyright of the Client and Protected on Secure Servers Owned and Operated by the System Vendor

Product Features





HD Views with streaming video and audio.





· Live simultaneous video streams at full frame�· Fixed-position camera system�· Day and night function�· Multi-stream H.264 and Motion JPEG�· High resolution image archives: 1920 x 1080 pixels�· Real time audio support�· Fixed-position camera system�· All weather enclosure with heater and fan�· Fast, dependable, solid state Linux system�· Streaming video over 4G wireless networks�· Thermostatically controlled casing with wiper
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Architectural & Engineering Specifications


  Product:  ECCSO3101


Revised:  03-10-2011





DOWNLOAD ELECTRONIC VERSION OF THIS SPECS





� HYPERLINK "http://www.earthcam.net/aespecs/streamcamhd" �http://www.earthcam.net/aespecs/streamcamhd�





For additional EarthCam A&E specs visit: � HYPERLINK "http://www.earthcam.net/aespecs/systems" ��http://www.earthcam.net/aespecs/systems�
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